11.

5 kN to 650 kN

Hinged Bearing Plate KAR

Preferred models

ZIMM actuators are designed for com-
pression loads with eye-eye function.
Where the heavy load of a mounted
motor would be directly supported by the
eye mounting it is recommended to use

Support Tube STRO

the hinged bearing plate KAR option
instead.

Twin actuators with connecting shaft on
request.
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11.

11.1 Actuators with Hinged Bearing Plate KAR
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[ When using a hinged bearing plate please Order code:
I consider moments caused by motor Component details in chapter 5, 6 and 14
weight etc. - or fill out the checklists in chapter 4
[ Support is necessary! and contact our technical department for
ion of limit switch If the main load direction is in tension it further information.
pos't'olr;:St;?d';::'tc © is recommended to mount the hinged
bearing plate on the spindle side to avoid
tension forces on the mounting screws.
Size S S S Lmin. Lmin. Lmin. d b dI bl d2 b2 D
i Standard with AS/VS with ESSET GK SLK  KGK
c MSZ-5 52 67 143 157 157 159 12 12 12 18 12 10 16
o » MSZ-10 54 74 144 183 183 188 14 14 14 24 15 12 16
A" is the standard position | \157_5 58 78 154 225 225 222 20 20 20 30 20 16 20
of limit switch and lubrica- | \j57.50 67 97 174 314 286 304 30 30 30 35 30 22 30
tion strip (with protection | \sz_100 77 107 194 404 368 385 35 36 35 40 35 25 40
against rotation VS). MSZ-150 88 18 204 441 428 433 42 42 50 57 50 35 50
Please specify if another MSZ-250 94 124 222 - 494 448 80 80 50
position is required! MSZ-350 104 139 244 = 538 573 95 100 60
MSZ-500 114 154 289 - 647 - 110 120 80
MSZ-650 14 154 288 - - - 90

- Extension for bellows you will find in chapter 4 - length determination
- System components and gears are presented in chapter 14
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11.

11.2 Actuator with
Support Tube for Pivot Bearing STRO

stroke

+ stroke

(without bellows)

S+stroke

GS =

position of limit switch
A=Standard

“A" is the standard position
of limit switch and lubrica-
tion strip (with protection
against rotation VS).

Please specify if another
position is required!

forked head

GK

with integrated
pivot bearing
head

pivot bearing head
SLK

When using a support tube for pivot bea-

rod end
KGK

pivot point .

Max. stroke for this type 500mm!

ring please consider moments caused by
motor weight etc.
Support is necessary!

Order example

(support tube): MSZ-25-STRO-P, GS=150mm

=y =

pivoting direction

[T

STRO-P STRO-R
Parallel to at right angles to
drive shaft drive shaft

Order code:

Component details in chapter 5, 6 and 14
- or fill out the checklists in chapter 4 and

contact our technical department for

further information.

Size Attachment S Lmin. Lmin. L min. d b di bl d2 b2 D B
GK SLK  KGK
standard 82 224 224 226 12 12 12 18 12 10 12 20
MSZ-5 with AS/VS 97 239 239 241 12 12 12 18 12 10 12 20
with ESSET 152 294 294 296 12 12 12 18 12 10 12 20
standard 94 262 262 267 14 14 14 24 15 12 20 30
MSZ-10 with AS/VS 114 282 282 287 14 14 14 24 15 12 20 30
with ESSET 166 334 334 339 14 14 14 24 15 12 20 30
standard 98 303 303 300 20 20 20 30 20 16 20 30
MSZ-25 with AS/VS 118 323 323 320 20 20 20 30 20 16 20 30
with ESSET 169 374 374 371 20 20 20 30 20 16 20 30
standard 137 426 398 416 30 30 30 35 30 22 40 50
MSZ-50 with AS/VS 167 456 428 446 30 30 30 35 30 22 40 50
with ESSET 219 508 480 498 30 30 30 35 30 22 40 50
standard 147 516 480 497 336 35 40 35 25 40 50
MSZ-100 with AS/VS 177 546 510 527 35 36 35 40 35 25 40 50
with ESSET 229 598 562 579 336 35 40 35 25 40 50
- Extension for bellows you will find in chapter 4 - length determination
- System components and gears are presented in chapter 14
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