2 Aeltos

Application Examples of Screw Jacks

Destacking unit Destacking unit for plates

Mobile scissor table for pallet
transfer with a hand lift

006 Z/I/mIm, © by ZIMM Austria - 2006 )




Application Examples of Screw Jacks

Three-point system of a lapping and
polishing apparatus, diameter 7.000 mm.
Compensation is made for different
component sizes by the screw jack.

Parabolic Antenna @ = 3,3 m
Both axes - azimuth + elevation each
50 kN. Setting range per movement
0,02 - 0,05 mm. These installations are
outside along coastal regions.

Adjustment of the steel shuttering for
concrete beams 8 screw jacks of 50 kN
each.
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Application Examples of Screw Jacks

Combination of several scissor tables for
exact positioning of a platform

Stage adjustment Mobile lifting platform
for heavy vehicles
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Application Examples of Screw Jacks

Alignment of steel profiles

Centering mechanism with
right and left threaded spindles

Motor gripper
for steel profile

Adjustment of a roller system
in the textile industry
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Application Examples of Screw Jacks

Compact press

Position drive for feed slide
in a grain shaft

Height adjustment
at bottle monitoring
systems

Angle adjustment of
a plate saw -
screw jack with
linear measuring system

010 Z/I/mIng, © by ZIMM Austria - 2006 )




2 Meltos

Application Examples of Screw Jacks

Scissor table

Mobile lifting platform

Conveyor adjustment
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Application Examples of Screw Jacks

The lower and upper part of the linear
freeze-dryer system is opened
electro-mechanically with screw
jacks for cleaning.

Wide belt grinding machine - Opening and closing of a
precise adjustable stop sealed pressure tank
with 4 screw jacks

012 ZImIn, © by ZIMM Austria - 2006 )




Application Examples of Screw Jacks

Turning over of foil coils
(horizontal + vertical take up)

Permanent discharge level regulation
by means of lifting gears in a mobile
container for panel production.

C © by ZIMM Austria - 2006 Zmang. 013




